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(1) A statement that each mechanical
refrigerating appliance, after it was in-
stalled in the body, was operated and
thoroughly checked and that each ap-
pliance functioned properly.

(2) A statement that each body and
each appliance has affixed to it a man-
ufacturer’s plate or other means of
identification which shows the items of
information required by ATP, Annex 1,
paragraph 6.

(3) A statement that each unit of
equipment, before it is put into service,
will have affixed to it a certification
plate and distinguishing mark as speci-
fied in ATP, Annex 1, Appendix 1, para-
graphs 4 and 5, and Appendixes 3 and 4.

(4) A list showing, for each unit of
equipment, the serial number of the
body and the corresponding owner’s
equipment identification number.

§ 3300.67 Application for certificate for
new equipment produced or assem-
bled in a foreign country which is a
contracting party to the ATP.

An application for certification of
equipment shall be submitted to the
ATP manager by an officer in the orga-
nization of the owner of the equipment.
Copies of the Form, Application for
U.S. ATP Certificate for New Equip-
ment Produced or Assembled in a For-
eign Country Which is a Contracting
Party, may be obtained by a request to
the ATP manager. The following infor-
mation must be submitted in the appli-
cation:

(a) A statement that the owner is a
domestic owner, with the name, ad-
dress and telephone number of its prin-
cipal office, and the name and title of
the person to contact.

(b) If the operator of the equipment
is different from the owner, the name
and address of the operator.

(c) The type of equipment (inter-
modal freight container, trailer, semi-
trailer, railcar, or truck.)

(d) Total number of units of equip-
ment.

(e) Definition of the equipment for
which certification is sought, referring
to ATP, Annex 1, paragraph 3, and Ap-
pendix 4.

(f) Name, address, and telephone
number of the manufacturer of the
equipment, and the name and title of
the person to contact.

(g) The manufacturer’s make and
model number for the equipment, in-
cluding a brief description of the equip-
ment and any brochure on the equip-
ment which might be available.

(h) The original or certified true copy
of the test report for the reference
equipment.

(i) The original or certified true copy
of the Foreign-ATP certificate issued
for the equipment.

(j) A statement that each unit of
equipment, before it is put into service,
will have affixed to it a certification
plate and distinguishing mark as speci-
fied in ATP, Annex 1, Appendix 1, para-
graphs 4 and 5, and Appendixes 3 and 4.

(k) A list showing, for each unit of
equipment, the serial number of the
body and the corresponding owner’s
equipment identification number.

§ 3300.70 Issuance of certificate.
The ATP manager will evaluate the

documents received and, for equipment
deemed qualified, will issue a U.S. ATP
certificate to the applicant within 30
days of the receipt of an application
and any relevant information required.
The certificate will be in the format
prescribed in ATP, Annex 1, Appendix
3. For equipment deemed not qualified,
the applicant will be advised of the rea-
sons for non-qualification within 30
days of the receipt of an application
and any relevant information required.

§ 3300.73 Period of validity of certifi-
cates.

In accordance with ATP, Annex 1,
Appendix 1, paragraphs 1(a) and 1(b),
certificates issued for new equipment
are valid for a period of 6 years from
date of issue.

Subpart G—Certification of
Equipment in Service

§ 3300.76 General.
Only domestic owners are eligible to

receive U.S. ATP certificates for equip-
ment in service, with certification
based upon the following:

(a) For equipment which has not pre-
viously been certified:

(1) For each unit of equipment, a test
in a U.S. ATP testing station or in a
testing station located in and approved
by a country which is a Contracting
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Party, to measure the K-coefficient of
the insulated body and the efficiency of
the thermal appliance in accordance
with § 3300.10 and § 3300.13 of this rule.

(2) If the equipment consists of seri-
ally-produced equipment manufactured
by a particular equipment manufac-
turer, and belonging to one owner, cer-
tification may be based upon the fol-
lowing:

(i) A test of 1 percent of the units of
equipment as prescribed in preceding
paragraph (a)(1) of this section, the
units tested to serve as reference
equipment.

(ii) An inspection of each unit of
equipment, using the procedures set
forth in ATP, Annex 1, Appendix 2,
paragraphs 29 and 49. The inspections
shall be performed by one of the follow-
ing, at the choice of the owner:

(A) Persons in the owner’s organiza-
tion whom the owner deems qualified
to perform inspections, or;

(B) By an independent inspection
agency which the owner deems com-
petent to perform inspections. Fees
charged by such inspection agency
shall be payable directly to the agency
by the owner.

(iii) A report of each inspection shall
be completed on a form corresponding
to the pertinent test report model in
ATP, Annex 1, Appendix 2. Report
forms may be obtained by a request to
the ATP manager.

(b) For renewal of a U.S. ATP certifi-
cate which is nearing its expiration
date, any of the following three proce-
dures:

(1) For each unit of equipment, a test
as prescribed in preceding paragraph
(a)(1) of this section, or;

(2) If the equipment is serially-pro-
duced by a particular manufacturer
and belongs to one owner, test and in-
spection of the equipment according to
the procedures prescribed in preceding
paragraphs (a)(2)(i), (ii), and (iii) of this
section, or;

(3) An inspection of each unit of
equipment as prescribed in paragraphs
(a)(2)(ii) and (iii) of this section.

(c) For equipment which is currently
certified according to a U.S. ATP cer-
tificate, and which has been trans-
ferred from one domestic owner to an-
other, the new owner may obtain a U.S.
ATP certificate by submitting the

original or certified true copy of the
certificate issued to the previous
owner, and by performing an inspection
and submitting an inspection report for
each unit of equipment.

(d) For equipment which is currently
certified according to a Foreign-ATP
certificate, and which has been trans-
ferred from a foreign owner to a domes-
tic owner, the domestic owner may ob-
tain a U.S. ATP certificate by submit-
ting the original or certified true copy
of the test report for the reference
equipment and the original or certified
true copy of the foreign certificate, and
by performing an inspection and sub-
mitting an inspection report for each
unit of equipment.

(e) Owners who receive a U.S. ATP
certificate have the responsibility to
maintain equipment in good repair and
operating condition with the under-
standing that the certificate is valid
only so long as:

(1) The insulated body and the ther-
mal appliance are maintained in good
condition;

(2) No material alteration is made to
the thermal appliance which decreases
its refrigeration capacity, and;

(3) If the thermal appliance is re-
placed, it is replaced by an appliance of
equal or greater refrigerating capacity.

§ 3300.79 Application for certificate.

An application shall be submitted to
the ATP manager by an officer in the
organization of the owner of the equip-
ment. Copies of the Form, Application
for U.S. ATP Certificate for Equipment
in Service, may be obtained by a re-
quest to the ATP manager. The follow-
ing information is requested in the ap-
plication:

(a) A statement that the owner is a
domestic owner, with the name, ad-
dress, and telephone number of its
principal office, and name and title of
person to contact.

(b) If the operator of the equipment
is different from the owner, the name
and address of the operator.

(c) The type of equipment (inter-
modal freight container, trailer, semi-
trailer, railcar, or truck).

(d) The total number of units of
equipment.
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